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BP590D – Truck tyre changer
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Features: Benefits:
Designed and Engineered in Europe Italian software
Super-duty electric motor and hydraulic 
drive

For superior torque and wheel holding 
power.

Self-centering hydraulic clamping chuck To ensure secure clamping of rims.
Heavy, tapered roller bearings, and a dual 
direction hydraulic motor Providing smooth torque.

Hydraulic sliding carriage for positioning, 
bead loosening, mounting, and demounting 
procedures

Less manual labor for the operator.

Single piece frame For superior rigidity.

Hydraulically operated spreader-type jaws Ensure secure clamping of virtually all rims 
and off-road wheels.

Massive chuck spindle To handle the heaviest loads
Sturdy spindle, chuck and mount-demount 
head

Hydraulically rotates, raises, and lowers with 
simple operator controls.

Simple design Makes it so much easier to operate.

Training available
Technicians can be professionally trained 
to use the machine and get the maximum 
benefit from it.

1 year warranty The machine will be repaired if there are any 
factory faults and can be replaced if required.

Spares available

Should you have a breakdown you will not 
have to wait for your machine to be repaired. 
If there is anything we don’t have, we fly it in 
directly from the Suppliers.

Operational videos
Technicians can learn how to operate the 
machine by watching a video, which is easier 
and more simple than written instructions.

Model: BP590D

Product: Truck tyre changer

Description: The Bright BP590D tyre changer is used to mount and demount truck, agriculture 
and industrial  tyres. The tool head rotates 360 degrees and is equipped with a tool arm with 
automatic tilt back function. It is equipped with a hydraulic driven carriage allowing the tyre 
to move on the tyre changer without using manual labor. The small and portable console is 
very convenient to observe from different angles during operation. 



Colors and designs may differ
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Technical information
Rim diameter 14” - 46” inch
Rim width 1100 mm
Max wheel diameter 2200 mm
Max wheel weight 1500 kg
Hydraulic power 130 - 150 bar
Hydraulic station motor power 1.5kW 380V 50 Hz 3P
Main shaft motor power 2.4kW 380V 50 Hz 3P
Noise <75dB
Packing dimensions 2280*2070*1070 mm
Net weight 891 kg
Gross weight 1152 kg


