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BP806B – Semi automatic swing arm motorcycle tyre changer



Visit our website for our Warranty terms - www.integratedmarketing.co.za

Features: Benefits:
Designed and Engineered in Europe. Italian software
Suitable for motorcycles with bigger brake 
pads

Turntable has been designed to assist with 
more difficult rims

The M806 is equipped with two sized of 
mount and demount heads

In order to meet the requirements of scooter 
and normal motorcycle tyres. 

Foot pedals

The foot pedals have a stop-move function 
that can stop the clamping jaws at any 
position to easily tighten the rim. They can 
also be easily disassembled when the 
machines needs to be serviced or repaired. 

Bead breaker system It has been designed for easy operating and 
to break the bead with less effort.

Thicker rubber pads Better to demount motorcycle tyre with brake 
pads.

Specially designed sideways rotating 
mounting arm.

This will allow the tyre changer to be placed 
in a small space.

Turn table jaws The jaws can be adjusted into 3 positions 
without the requirement of accessories.

Plastic protection kit supplied as standard 
(jaw clamping, fitting head insert and bead 
breaker bade)

To protect rims from damage.

Integrated filter regulator lubricator

Used to regulate air pressure and separate 
the water and oil in the outgoing air. This also 
keeps your machine well lubricated and while 
supplying quality air.

Training available
Technicians can be professionally trained to 
use the tyre changer and get the maximum 
benefit from it.

1 year warranty The machine will be repaired if there are any 
factory faults. 

Spares available

Should you have a breakdown you will not 
have to wait for your machine to be repaired. 
If there is anything we don’t have, we fly it in 
directly from the Suppliers. 

Operational videos
Technicians can learn how to operate the 
machine by watching a video, which is easier 
and more simple than written instructions. 

Model: BP806B

Product: Semi automatic swing arm motorcycle tyre changer

Description: Specially designed tyre changer for two and four wheel motorcycle tyres with a 
special tool head design specifically for easy mounting & demounting. 
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Technical information
Outside clamping 6” - 24” inch
Max wheel diameter 960 mm
Tyre width 3” - 12” inch
Turntable configuration 18” round shape
Turntable ram cylinder diameter 70 mm
Working air pressure 8 - 10 bar
Bead breaker force 2500 kg
Power supply voltage 230v | 1Ph - 50Hz
Power 1.1kW
Noise <70 dB
Machine dimensions (L*W*H) 1200*1100*1950 mm
Packing dimensions (L*W*H) 980*760*950 mm
Nett weight 185 kg
Gross weight 215 kg


